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Press T'Clip® against the cable tray
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Push it laterally towards the left side
until it has been locked
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Insert the uninsulated earthing cable
into the clip and lock
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Mecatraction offers you fast solutions with tool-free assembly Quick and easy installation

to ensure equipotential bonding of your wire and sheet metal
cable trays.

N OO [EEllee Quick and easy installtion
in 3 steps without any tool

Qualified according to the standard EN 614391

Fixing time approximated 5 times faster
than traditional methods

The function of cable trays is to ensure the passage of

cables (energy, telecom, datacom, IT, etc.) in an industrial
environment, commercial environement or in electrical, railway
and data centers infrastructure.

The earthing of cable trays is a fundamental element to
ensure the safety of people and property.

F'Clip®

F'Clip® C E T Part Item C it
ype number code apacity

Positioning on a basket type

cable tray

e The basket cable tray is used for

electrical power installation — Clip for ~ FCLIP6-10 7341982 40 pcs » 6 to 10 mm?

. |n_
e In this configuration, the installation — wire |
e : : plated
of F'Clip® is recommended @3to5 steel 16 to 35
mm FCLIP16-35 7341980 40 pcs mm?

T'Clip® '

T'Clip®

3

Push it vertically until it has
been locked

Clip for TCLIP6-10 7341983 30 pcs . 6 to 10 mm?
wall |TaTe g
e Perforated sheet metal T;anrif:‘ TCLIP16-35 7341981 30 pCs IOsteel 16 to 35
cable trays is used for ' P mm?

communication installation

e [n this situation, T'Clip® range
is recommended

Insert the uninsulated earthing cable
into the clip and lock

Scan to see the presentation video
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